
Slide 
Opening

21" (533)

21" (533)

18 1/2" (470)

20 1/2" (521)
16" (406)
18" (457)

21" (533)

18 1/2" (470)

18 1/2" (470)

( Same as Type 8100 )

53 1/2" (1359)

50 1/4" (1276)

O-X or X-O
8900

O-X-X-O
8200TS

O-X/O-X
or

X-O/X-O

8300

38" (965)

45 5/8" (1158)

Standard Unit Size

48" (1219)
47 1/2" (1207)

53 1/2" (1359)

Width

48" (1219)
48" (1219)

45 1/2" (1156)
50" (1270)

O-X or X-O
8100

8100TS
O-X-X-O

Window
Unit Type

36" (914)

38" (965)

48" (1219)

38" (965)

38" (965)

44" (1118)

Height

30" (762)

1/4" (6) tempered glass,1/4" (6) glass canopy
stainless steel counter & metal apron

thin stile panels,

1" (25) insulated glass or 1/4" (6) prep without glass

1" (25)  insulated glass in front panels,
metal canopy & stainless steel counter

synchronized interlocking slide panels,
1/4" (6) tempered glass in projected panels,

recessed pull,

Horton Automatics reserves the right to alter its product and 
specifications without notice. Dimensions given in U.S. inches 
followed by millimeters in parenthesis.

Other

1" (25) insulated glass or 1/4" (6) prep without glass

thin stile panels,
1/4" (6) tempered glass

General Information - Window Types and Configurations

DRIVE-THRU SERVICE WINDOWS

SELECTION GUIDE
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Projected 

Automatic Biparting
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TYPE 8100
Flush-mount 

Automatic Single Slide

TYPE 8900
Flush-mount 

Manual Single Slide
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