
Installation for Projected Window Unit ( Interior View Shown )

Installation for Flush-mount Window Unit ( Interior View Shown )

   Push Button & 

  Activating Laces

  Factory Installed.

PRESS

TO OPEN

   Routing of

  120 Volt Service

  
     Note: Junction Box & Wiring  

    to Operator(s) Factory

    Installed

Horton Automatics reserves the right to 
alter its product and specifications 
without notice. Dimensions given in U.S. 
inches followed by millimeters in 
parenthesis.

  Secured with #14 x 3" FHSMS

 ( 3 Plcs each Jamb )

GENERAL INSTALLATION & OPERATION
DRIVE-THRU SERVICE WINDOWS

TypIcal Mounting of Flush & Projected Windows
and TypIcal Presence Sensor with Push Button

  'X'  Sliding Panel 

  Removable Face Plate 

 WinScan Detector & Activating Laces Factory Installed

  

PRESS

TO OPEN

The C521 Push Button is a 
momentary contact switch 
that serves as an auxiliary 
mode of actuation.

The C8420 WinScan is a active infrared presence 
sensor. The window is activated when the attendant is 
within the detection range and it remains open as lon 
as the detection pattern is interrupted.

www.hortondoors.com

4242 Baldwin Boulevard
Corpus Christi, Texas 
USA 78405-3399    
Tel: 800-531-3111, 361-888-5591 
Fax: 800-531-3108, 361-888-6510

The Automatic ChoiceA  U  T  O  M  A  T  I  C  S

Standard Packages

®

Rough opening should allow for 
1/4" ( 6mm ) minimum shim 
space at jambs and header. 
This allows for level & plumb 
installation.

Rough opening must be square 
with window jambs. The area 
where the operator is to be 
installed must be sturdy and 
reinforced.

  Pre-Drilled Jamb Secured  

with #14 x 3" FHSMS

 ( 2 Plcs each Jamb )

   Routing of

  120 Volt Service 
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